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ZEUS Street Light

ZEUS street and roadway luminaire is Mazinoor state of the art design for street and roadway 
lighting applications. High ingress protection (IP66) for the entire luminaire, suitable light 
distribution for roads with different scenarios, horizontal or vertical pole mounting, and service 
and maintenance ease are among the highlights of this luminaire.
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M811400S2 دو ي ده اي

Suitable for 2-way roads (M811400S2)

 M811400S1 ک ي ده اي

Suitable for 1-way roads (M811400S1)

Cat. No.

M811250M
M811250S
M811400M 
M811400S1
M811400S2

250 HM (E)
250 HS/HI (E/T)
400 HM (E)
400 HS/HI (E/T)
400 HS/HI (E/T)

10.9
11.6
11.6
14.0
14.0

Lamp
(W)

W
(Kg)

ا ت ض

Easy replacement of electrical 
components

أ اي د ز ار و ار
دائ و ي آ

The high thermal resistant silicon 
gasket ensures long lasting high 
ingress protection

أ ر ژه و ا ا درب
ي آ و ا

Specially designed stainless steel front 
locking latch ensures optimum safety 
and long lasting ingress protection

زئوس مدل ن ب خ ي چراغه
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ZEUS Street Light

Application 
Suitable for street and highways where beauty, 
durability and wide light distribution is required.

Technical Data
Body:
• Gray powder coated high pressure die-cast 
   aluminium
Canopy:
• Gray powder coated high pressure die-cast 
   aluminium
Electrical components board:
• Electrical components on a single piece of 
   galvanized steel plate for easy maintenance
Reflector:
• Anodized aluminium for great lighting ef�ciency
Diffuser:
• Curved clear tempered glass
Gasket:
• Heat resistant silicon gasket for long lasting high 
   ingress protection
Lamp holder base:
• Adjustable lamp holder for different light 
   distribution
Connections:
• Exterior Dacromet screws with interior galvanized

Electrical Components:
• Electromagnetic ballast
• Superimposed ignitor for high pressure sodium 
   and metal halide lamps
• Porcelain E40 lamp holder, T270
• Silicon insulated single core solid conductor
• Polyamide socket and plug
• Parallel power factor correction capacitor

Accessories
• 2-Way bracket
• Wall mount bracket

در ق دن ك و و اي گ و ك
اري و و ن ز

Socket and plug for easy connect/
disconnect of the mains voltage for 
maintenance

دي در در -20 و ا در در -10 اغ زاو

Up to -10 degree angle adjustment for horizontal pole entry and up to -20 degree angle adjustment for vertical pole entry

د ر چ زاو
ر

Different light distribution option by 
adjustment the lamp holder position

أ اي د ز ار و ار
دائ و ي آ

The high thermal resistant silicon 
gasket ensures long lasting high 
ingress protection

+20o -10o

ا ات ا د
اغ ش در دن ك ز م ق ن ر دك خ

رش

Special socket & plug for automatic 
power connect/disconnect upon 
request

۷۵ اغ ن ا
رش

Provision for mounting the luminaire on 
75mm dia. pole upon request

Accessories ی ن ج ات

) در 1۸0( دو اك
Pole top double bracket (180o apart)

اری د اك
Wall mount bracket           

PTO2- Bracket

PTO160- Bracket

M811250M

Cd/Klm

100
50

150

250
200

D
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M811400S2

Cd/Klm

200
100

300

500
400

M811400S1

Cd/Klm

200
100

300

500
400

ل م

M811...-S + 314PJ45

M811...-S

48
60

D
(mm)

Connection adapter suitable for 5 
centimeters poles

۵ ل ا ط وا

314PJ45

7043


